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Feed Pellet Machine 

  ZLHM series pellet machine is a novel feed pellet machine  manufactured by 

Shandong Hengmei-Better Ennovation Equipment Co.,Ltd. (HMBT). This kind 

of machines are equipped with high quality ring type mold, pinch rollers by 

advanced technology. With simple structure, small occupation, easy to operate 

and maintain, the ZLHM series pellet machines are welcomed by customers. 

In addition, the ring mold can be changed according to needs with different 

specifications. 

 

1. Composition 

Mainly by the feeder, conditioner and pellet mill composed of three parts (See 

Figure 1). 

 

 

 

  Through the feed rate, degree of maturation and production capacity of 

regulation, coordination, to achieve the best granulation effect.  

 

2. Working principle 

  After quenching of the material through the feed hopper, by centrifugal force 

generated by the rotation ring mold and knives’ action，materials are sent into 

two pressing areas(inside of the ring die) uniformly, the materials are 

compacted gradually by the ring die and pinch roller, then squeezed into holes 
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of the ring die and formed into pellet; as the material between the mold 

pressing stick is continuous, so the material from the mold after forming 

columnar hole continuously discharged, then cut to sizes according to 

customers’ need. 

 

3. The main technical parameters 

Model ZLHM250 ZLHM300 ZLHM350 ZLHM450 ZLHM610 

Main motor 

power 
22 KW 45KW 55KW 90KW 150kw 

Feeder motor 1.5 KW 1.5KW 1.5KW 1.5 KW 1.5 KW 

Conditioner 

motors 
1.5 KW 2.2KW 2.2KW 3KW x2 3KW x2 

Yield  

(ring die pellet 

hole φ2-8mm) 

0.6-1.5T/h 1.5-2.5T/h 2-5T/h 4-8T/h 8-15T/h 

Dimensions 

(mm) 

(L x W x H) 

1320x330x85

0 

2100X1550X1

060 

2220x1160x1

450 

2400x1200x16

00 

2300x1350x1

800 

Scope of 

application 

Particle processing all kinds of livestock and poultry feed, fish feed, 

meal and organic fertilizer material 

 

4． Structural features 

 

1) Ring mold made of high quality alloy steel with high precision machining, 

vacuum heat treatment process and high degree of finish. 

2) Alloy steel forging shaft, has good strength and toughness. 

3) Cast steel hollow spindle with a large flywheel effect pulleys, guaranteed 

the granulator working smoothly with lower noise, almost no vibration. 

4) Feeders, conditioner, granulating chamber are made by stainless steel, 

knives are inlaid carbide cutter head, which is durable. 

5) The pinch roller and the bearings are lubricated completely to help the 

whole machine run in order. 

6)  It is equipped with a compact, easy lift mechanism for the ring die. 


